
Ceiling PIR Motion Sensor
VS-WX100 Wireless Motion Sensor
Dual Element PIR Technology

VS-WX100 is reputed 360 degree ceiling mount 
passive infrared (PIR) detector. The sensor with 
unique fresnel lens and dual-element PIR sensor 
for the movement detection. It built-in with 
wireless transmitter (433.92MHz) for working with 
alarm systems. With features of Intelligent pulse 
count selection, auto temperature compensation 
and superior RFI/EMI immunity. The detector 
is powered by 9V battery (6F22), wireless 
transmission can reach up to 100 meters in open 
space.

Main Features Parameters

• Dual element pyroelectric infrared sensor
• Ceiling mounted
• Alarm LED ON/OFF selection
• Pulse count 1 / 2 / 3 for selection
• Anti-white light and RF interference
• Auto temperature compensation
• 360 degree detection angle
• Noise reduction circuit
• Wireless signal output, 433.92MHz
• Fixed code and learning code selection
• Come with  swivel installation bracket
• SMT design adopted

Working Voltage: DC 9V (“6F22 ”battery)
Static Current: 25uA
Alarm current: 15mA
Infrared sensor: Dual element, high quality
Mounting Method:  Ceiling  mounted with bracket
Code  form: 2262  or 1527
Radio frequency: 433.92MHz
Radio distance: 100m (open area)
Range of coverage: 6m, 360 degree
Pulse count: 1 / 2 / 3, selection
Temperature: -10°C~50°C(14°F~122°F)
Dimensions: 106mm * 36mm deep
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