
Ceiling PIR Motion Sensor
VS-YX200 Hardwired Motion Sensor
Dual Element PIR Technology

VS-YX200 is new housing designed ceiling 
PIR motion sensor with detection coverage of 
360 degree. The ceiling PIR is equipped with 
dual element infrared sensor for true human 
movement detection. The sensor without tamper 
and alarm realy output contact (NC) to connect 
with alarm systems, access control or directly to 
siren, bell or other devices. The PIR motion sensor 
adopts ceiling mounted installation methods. 

Main Features Parameters

• Advanced DSP, eliminate false alarm 
• Auto temperature compensation 
• Pulse count adjustment ( three level) 
• Anti RF interference(20V/m-1GHz) design 
• Anti white light interference design 
• Built-in Fresnel Lens
• Ceiling mounted installation method 
• Alarm time optional (3s or 30s)
• Alarm contact output support NC/NO
• Come with  installation bracket
• SMT manufacture technology, anti RF 
interference

Working Voltage: 9~16 VDC, 12 VDC typical
Static Current: NC <15mA   NO <6mA
Alarm current: NC < 9mA    NO <18mA
Detection coverage:  360 degree wide, 6 meters
Mounting height: 2..5M - 6M with bracket
Alarm output: NC, 0.2 A, 30V DC
Tamper: NC open trigger
Pulse count: 1 / 2 / 3, selection
Temperature: -10°C~50°C(14°F~122°F)
Dimensions: 100mm * 36mm (H)
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